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Before you begin 
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Laying out the system 


1 800 PIONEER 


Connecting your VCR, 
LaserDisc, or DVD player 
to the Pioneer HTP receiver 


1. Find the double ended RCA patch cable. 


2. Find the area on the back of the HTP receiver for a VCR, 
DVD, or LaserDisc and insert the red plug on either end 
of the cable into the “audio in ” marked “R” for right. 
Now insert the white plug on that same end of the 
cable into the “audio in” marked “L” for left. 


3. The red and white RCA plugs at the other end of this 
same cable should connect to the right and left “audio 
out” jacks of your VCR, LaserDisc, or DVD player. 


VCR 
LaserDisc 
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Receiver Out to Front Left Speaker—Light Blue @ 


Receiver Out to Front Right Speaker—Pink @ 


Receiver Out to Sub Woofer-In 


Single RCA Patch Cable—Black @ 


Receiver Out to Surround Left Speaker-In—Green @ 
Receiver Out to Surround Right Speaker-In—Orange @ 


Receiver Out to Center Channel Speaker-In—Yellow Cy 


Connecting the speakers 
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Surround speakers 


. Find the Green and Orange coded wire sets. 


. Refer to the area on the back of the receiver labeled 
“Surround Speakers” 


- Connect one end of the Green wire set to the appropriate 
“+” and “-” terminals for the left surround speaker. 


. Connect the free ends of the Green wire set to the 
appropriate “+” and “-” terminals on the back of the 
left surround speaker itself, 


Referring now once again to the back of the receiver 
where it is labeled “Surround Speakers” connect one end 
of the Orange wire to the appropriate “+” and “-” terminals. 


Connect the free ends of the Orange wire set to the 
appropriate “+” and “-” terminals on the back of the 
right surround speaker itself. 
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Center channel speaker 


1 Find the Yellow coded wire set. 


2 Refer to the area on the back of the receiver labeled 
“Center Channel Speaker” and connect one end of the 
Yellow wire set to the appropriate “+” and “-” terminals. 


3 Connect the free ends of the Yellow wire set to the 
appropriate “+” and “-” terminals on the back of the 
Center Channel Speaker itself. 
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Sub Woofer 


1. Find the single ended RCA patch cable. 


2. Find the area on the back of the receiver marked Sub 
Woofer and plug one end of the RCA patch cable into it. 


3. Plug the other end of the same cable directly into the 
input on the back of the Sub Woofer. 
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You’re almost ready to turn the power on to the components 
and speakers in your system. Before you do however, make 
sure you’ve made all your connections carefully and that 
your television or monitor [not included with the Pioneer 
HTP System] is connected to the system as well. 


Take a few moments to look through the operators manual 
that came with your receiver. In the manual you’ll find a 
wealth of information for connecting additional components, 
options for different wiring diagrams, and safety precautions 
for operating the entire system. You'll find information 
that covers the surround sound effect of Home Theater and 
how to test and adjust your system for maximum performance. 


For more specific information on Dolby circuitry and Home 
Theater see their web site at www.Dolby.com 


When you’ve made all the connections properly, your new 
Pioneer HTP System is designed to bring a whole new level 
of entertainment to you and your family. 


Congratulations and thanks again for choosing Pioneer! 


Pioneer Electronics (USA) Inc. 
Post Office Box 1540 
Long Beach, California 90810 
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